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GENERAL NOTES

- ALL CONSTRUCTION METHODS AND MATERIALS SHALL BE IN STRICT ACCORDANCE WITH

THE CATOCTIN SO CONSERVATION DISTRICT AND THE "GENERAL CONDITIONS AND
STANDARD SPECIFICATIONS FOR WATER MAINS, SANITARY SEWERS AND RELATED
STRUCTURES", FREDERICK COUNTY, MARYLAND AND THE STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION STATE HIGHWAY ADMINISTRATION,

2. THE CONTRACTOR SHALL VERIFY EXISTING CONDITIONS BEFORE BEGINNING CONSTRUCTION.

J, JOB SITE SAFETY SHALL BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR.

4, UTILITIES SHOWN HEREON ARE FOR INFORMATION PURPOSES ONLY. THE CONTRACTOR
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MUST DETERMINE THE EXACT LOCATIONS AND ELEVATIONS OF THE UTILITIES BY DIGGING
TEST PITS BY HAND AT ALL UTILITY TIE—INS, WELL IN ADVANCE OF TRENCHING IF
DISCREPANCIES TO THESE PLANS ARE DISCOVERED, CONTACT THE TOWN OF MYERSVILLE
INSPECTOR BEFORE PROCEEDING WITH CONSTRUCTION,

. BOUNDARY DATA SHOWN HEREON PROVIDED BY RECENT SURVEY PERFORMED BY FOX &

ASSOCIATES, INC, TOPOGRAPHIC DATA SHOWN HEREON WAS SUPPLIED BY POTOMAC
AERIAL SURVEYS, INC., FLOWN APRHE. 13, 2003, HORIZONTAL AND VERTICAL DATUM NAD
‘27 AND NAVD '29 FROM ADJUINING "CANADA HILL" SUBDIVISION RECORDED IN PLAT BOOK
62 PAGES 199 & 200.

. CONTRACTOR SHALL NOTIFY MISS UTILITY (1-800-257-7777) AND FREDERICK COUNTY

DIVISION OF ENVIRONMENTAL COMPLIANCE SECTION (ECS) AT 301-600-3507, 48 HOURS
PRICR TQO THE STARY OF CONSTRUCTION,

. ENGINEER HAS PERFORMED NO SUBSURFACE INVESTIGATION TO DETERMINE LOCATIONS.

OF ROCK, DIFFERENT SO TYPES, WATERTABLE, UTILITIES, ETC. A SUBSURFACE
INVESTIGATION WAS PERFORMED BY SPECIALIZED ENGINEERING IN NOV, 2004, THEY WERE
INDEPENDENTLY CONTRACTED BY THE OWNER/DEVELOPER,

. ALL CONSTRUCTION STATIONING 15 APPROXIMATE AND CAN BE ADJUSTED UP 1O 5 FEET

IN ORDER TO MEET FIELD CONDITIONS, - CONTACT ENGINEER PRIOR TO MAKING PLAN
MODIFICATIONS GREATER THAN 5 FEET.

. EXCAVATION WHHIN A COUNTY ROAD RIGHT--OF-WAY WILL NOT BE ALLOWED WITHOUT

CHTAINING A PERMIT FROM THE FREDERICK COUNTY DIVISION OF HIGHWAY OPERATIONS
FOR THE INSTALLATION OF UTILFIES, STORM DRAINS, ETC. TELEPHONE IS 301-600-1564.

NO WETLANDS EXIST ON THE SITE DEVELOPMENT LIMITS PER FIELD INVESTIGATION PERFORMED
BY FOX & ASSOCIATES, INC. ON 1/5/04 AND THE ONLY WETLANDS ON THE PROPERTY
ARE AS DELINEATED ON PLAN.

THERE IS NO FEMA REGULATED 100 YR. FLOODPLAIN WITHIN THE UMITS OF THIS SITE
\?EgEF%OQI%'}ESURANCE RATE MAP COMMUNITY PANEL No. 240027-0100A, DATED

ALl WATER AND SEWER CONSTRUCTION SHALL 8E IN ACCORDANCE WITH THE FREDERICK
COUNTY "GENERAL CONDITIONS AND STANDARD SPECIFICATIONS,” "STANDARD DETAILS”
AND SPECIAL PROVISIONS AND AMENDMENTS THERETQ.

THE CONTRACTOR MUST NOT OPERATE VALVES, TAP OR OTHERWISE PENETRATE EXISTING
WATER OR SEWER MAINS WITHOUT APPROVAL OF THE FREDERICK COUNTY INSPECTOR.
WATER SERVICE SHUT-OFFS/TURN-ONS AND WATER METER REMOVAL AND REPLACEMENTS
MUST BE COORDINATED WITH THE TOWN OF MYERSVILLE, 24 HOURS PRIOR TO WATER
SHUT DOWN, NOTIFY RESIDENTS OF THE LENGTH OF THWME OF THE SHUT DOWN.

ALL UTILIMES SHALL HAVE MINIMUM SEPARATION OF 5 FEET HORIZONTAL ANO 1 FOOT
\é%R?(C}AtﬁEErMIMMUM HORIZONTAL SEPARATION BETWEEN SEWER AND ALL UTILITIES SHALL

CONTRACTOR IS RESPONSIBLE TO AVOID SPILAGE OF RAW SEWAGE, CONTRACTOR

SHALL PROVIDE ALL SEWER PLUGGING CONTAINMENT AND PUMPING EQUIPMENT NECESSARY
TO AVOID SPILLAGE. CONTRACTOR SHALL NOT OPERATE VALVES ON EXISTING WATER MAINS.
SPILLAGE OF RAW SEWAGE IS PROHIBITED.

STORMWATER MANAGEMENT FOR QUALITY AND QUANTITY PROVIDED ON SITE, DRY WELLS
ARE USED IN AREAS UNABLE TO GET TO THE REGIONAL FACHITY. DRYWELLS MUST

BE SIZED FOR EACH APPLICABLE LOT AT TIME OF CONSTRUCTION., SWM AGREEMENT
MUST BE EXECUTED FOR DRYWELLS AT TIME OF CONSTRUCTION.

ALL SANITARY SEWER LINES SHALL SE POLYVINYL CHLORIDE (PVC) SDR—35

SEWER PIPE DEEPER THAN 14~FEET TO BE PVC SDR-26

AlLL 4" & 8" WATER LINE TO BE DI CL.54. ALL 8", & 12" WATER LINE TO BE DI
CL.52, ALL WHC 7O BE 1" FREDERICK COUNTY STANDARD DETAIL #110

THE CONTRACTOR SHALL MAINTAIN A MINIMUM OF 2' OF COVER ON ALL STORMDRAIN
PIPES SUBJECTED TO CONSTRUCTION TRAFFIC.

ANY NECESSARY ADJSUSTMENTS TO EXISTING MANHOLES, VALVE BOXES, ETC., ARE TO

BE DONE SO BY THE CONTRACTOR. THE CONTRACTOR 1S RESPONSIBELE FOR REMOVING
AND REPLACING ANY EXISTING FENCES, DRIVEWAYS, SIGNS, DRAINAGE PIPES, MAILBOXES,
SHRUBS, TREES, £7C. DAMAGED OR REMOVED QURING CONSTRUCTION. ALL DISTURBED
AREAS SHALL BE RETURNED TO THEIR ORIGINAL CONOITION OR BETTER.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR KEEPING SILT AND DEBRIS OUY OF THE
STORM DRAINAGE SYSTEM FOR THE OURATION OF THE CONTRACT.

THE CONTRACTOR SHALL MAINTAIN ACCESS TO ALL PROPERTY OWNERS AT ALL TIMES.
THE CONTRACTOR, WITH OWNER APPROVAL, WILL COORDINATE WITH PROPERTY QWNERS

IF ACCESS MUST BE INTERRUPTED FOR SHORT THME PERIODS.

FIRE HYDRANTS SHALL BE BREAK AWAY TYPE HYDRANTS & SPECIFIED BY THE

TOWN OF MYERSVILLE.

ALL MATERIALS EXCAVATED WHICH IS UNSUITABLE FOR BACKFILL SHALL BE DISPOSED

OF AT AN APPROVED LOCATION,

CONTRACTOR TO INSTALL METERS, VAULT, ALL VALVES AND PIPING. METER WILL BE
INCLUDED N PERMIT FEE.

PLACEMENT OF ANY CONCRETE WORK SUCH AS CURB/GUTTER/SIDEWALKS/DRIVEWAY
APRONS/ETC. SHALL BE COMMENCED ONLY AFTER THE RELOCATIONS AND/OR
INSTALLATION OF ALL UTILITIES INCLUDING GAS LINES/FLECTRICAL LINES/STREETLIGHTING
CONDUITS/CONDUITS/TELEVISION CABLE/WATER AND SEWER LINES/ETC, ARE IN PLACE,
PAVING, CURB AND GUTTER AND FINE GRADING CONTRACTOR(S) SHALL BE RESPONSIBLE
FOR MAINTAINING POSITIVE DRAINAGE WITHIN ALL PROPOSED WORK ARFAS AT ALL TIMES.
ANY BLASTING REQUIRED FOR- SITE CONSTRUCTION SHALL REQUIRE THE CONTRACTOR TO
COTAIN PROPER PERMITS AND PERFORM BLASTING OPERATIONS iIN ACCORDANCE WITH ALL
LOCAL, STATE AND/OR FEDERAL REGULATIONS,

AlLL LOTS SHALL HAVE A MINIMUM OF 4 INCHES OF TOPSOIL, SEEDED AND MULCHED,
THE DEVELOPER IS RESPONSIBLE FOR PROVIDING THE TOWN OF MYERSVILLE AS-—BUILT
PLANS FOR ALL PROPOSEDR PUBLIC IMPROVEMENTS,

I SHALL BE DISTINCTLY UNDERSTOOD THAT FAILURE TO MENTION SPECIFICALLY ANY WORK
WHICH WOULD NATURALLY BE REQUIRED TO COMPLETE THE PROJECT SHALL NOT RELIEVE
THE CONTRACTOR OF RESPONSIBILITY TO PERFORM SUCH WORK. CONTRACTOR IS RESPONSIBLE
FOR MEANS AND METHODS OF COMPLETING REQUIRED WORK.

FUTURE STROUP WAY AS REPRESENTED HEREON WiLL BE CONSTRUCTED BY QTHERS. THE

TIMING OF THE RCAD CONSTRUCTION WILL BE DETERMINED BY THE TOWN OF MYERSVILLE,

THE PROPERTY ADDRESSES AND STREET SIGNS SHALL BE FABRICATED AND POSTED IN ACCORDANCE
WiTH THE FREDERICK COUNTY PREMISE IDENTIFICATION ORDINANCE #05-01-362,

MEADOWRIDGE KNOLL NPDES PERMIT No. MDRCKOSDB. JOINT PERMIT AUTHORIZATION Ne.
202160327 /21-NT-3037.

MEADOWRIDGE KNOLL SECTION W FINAL/CORRECTION PLAT TO SHOW ALL AREA NOT PART OF

LOTS OR DEDICATED PUBLIC ROAD RIGHT—-OF~WAY AS PARCEL "C", WHICH IS TO BE DEEDED

TO THE TOWN OF MYERSVILLE.
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. FIRE DEPARTMENT ACCESS ROADS SHALL BE ACCESSIBLE DURING ALL TYPES

. FIRE DEPARTMENT ACCESS ROADS SHALL BE CAPABLE OF SUPPORTING FIRE
APPARATUS AT ALL TIMES AND BE MINIMUM COF 20 FEET WIDE,

. FIRE DEPARTMENT ACCESS SHALL BE PROVIDED AND MAINTAINED TO ALL
STRUCTURES UNDERGOING CONSTRUCTION, ALTERATION OR DEMOLITION.

THE ACCESS ROADWAYS SHALL PROVIDE A MINIMUM TURNING RADI OF

FIRE / RESCUE NOTES

OF WEATHER AND AT ALL TMES,

40 TO 45 FEET,

FIRE HYDRANTS NOT AT INTERSECHONS SHALL BE LOCATED IN RELATION

TO PROPERTY LINES IN ORDER TO AVOID INTERFERENCE WITH DRIVEWAYS,

. FIRE HYDRANTS SHALL BE LOCATED AT STREET INTERSECTIONS AT THE
POINT OF CURVATURE OR TRUNCATION OF THE PROPERTY LINE FILLET.

. FIRE HYDRANTS SHALL BE PLACED AT STREET INTERSECTIONS.

. FIRE HYDRANTS SHALL BE WITHIN 500 FEET FROM THE MOST DISTANT
CORNER OF ANY DWELLING AS MEASURED ALONG AN IMPROVED ROAD.

. FIRE HYDRANTS SHALL NOT BE MORE THAN 500 FEET APART, AS MEASURED
ALONG AN IMPROVED ROAD. {(SINGLE FAMILY RESIDENTIAL)

. REQUIRED FIRE HYDRANYTS SHALL NOT BE PLACED AT THE END OF A WATER

LINE AND USED AS A BLOW OFF,

SOILS

CeB  CATOCTIN SPOOLSVILLE COMPLEX, 3 — 87 SLOPES —~ C
CeD  CATOCTIN SPOOLSVILLE COMPLEX, 15 -~ 25% SLOPES - C
Cek  CATOCTIN CHANNERY LOAM, 25 - 45% SLOPES - C

FxA  FOXVILLE AND HATBORO SOLS, 0 - 3% SLOPES - D

MvB  MYERSVILLE SILT LOAM, 3 — BX% SLOPES - 8

MvC  MYERSVILLE SILT L{OAM, 8 - 15% SLOPES — B

PROPERTY ADDRESSES AND STREET SIGNS
SHALL BE FABRICATED AND POSTED IN

SEWER HOUSE CONNECTIONS AS-BUILT INFORMATION
LOWEST FLOOR | INVERT AT | STATION | U/S MR | D/S MH | LENGTH | DEPTH | REMARKS
LOT | STREET NAME | g evation CLEANOUT / / |
17 | STROUP COURT = -
18 | STROUP COURT - -
19| STROUP COURT - -
20 | STROUP COURT = =
21| STROUP COURT - =
LEGEND
““““““““ 658 —————-—— EX. CONTOUR (2’ INTERVAL)
660 EX. CONTOUR (10’ INTERVAL)
658 PROP. CONTOUR (2’ INTERVAL)
660 PROP. CONTOUR (10’ INTERVAL)
CeC
Wve SOILS LINE

]

PROPOSED STORM DRAIN
PROPOSED SANITARY SEWER
PROPOSED WATERLINE
PROPOSED FIRE HYDRANT
TOWN CORPORATE LIMITS
SUPER SILT FENCE (SSF)
LIMITS OF DISTURBANCE (L.OD)

STABILIZED CONSTRUCTION
ENTRANCE (SCE)

INLET PROTECTION (IPF)

ACCORDANCE WITH FREDERICK COUNTY
PREMISE IDENTIFICATION ORDINANCE

#05-1-362

"FOR SWM REVIEW ONLY"

FREDERICK COUNTY , MARYLAND
DEVELOPMENT REVIEW ENGINEERING

APPROVED
MYERSVILLE PLANNING COMMISSION

DATE CHAIRMAN

CATOCTIN SOIL CONSERVATION DISTRICT

DISTURBED AREA QUANTITY

Raviswed In occordance with loeel Counly requirements. Frederick County asaumes no llability
for design and/or construction. Approval Is valld for twe (2) yeurs after fuat dete shown

Approved By
APPROVED: Distriet Monoger
Developrnant Raview Chlef Date Date
APPROVED: . , , ,
Stormwoter Manogement Date SCO gpproval for sediment and eresion control /s contingent

upon issuance of all applicable regulatery permits.

PROFESSIONAL CERTIFICATION

| HEREBY CERTIFY THAT THESE DOCUMENTS WERE PREPARED OR
APPROVED BY ME, AND THAT { AM A DULY LICENSED PROFESSIONAL
ENGINEER UNDER THE LAWS OF THE STATE OF MARYLAND,

MM %%’27 ... L1022
wiLLIAM JUHOLTZINGER, P.E.  REG. No. 22050 DATE

ENGINEER DESIGN CERTIFICATION

| HEREBY CERTIFY THAT THIS PLAN HAS BEEN DESIGNED IN
ACCORDANCE WITH LOCAL ORDINANCES, COMAR 26.17.01.07 AND
2011 MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL

FROSION AND SEDIMENT CONTROL.
Lol W 2-to-t2

WILLIAM J YHOLTZINGER, P.E.  REG. No. 22050 DATE

L['Ag E%Té&' SEFEQRJ%E%E T%%%R%ERgQ%?EEYN THEEE: PLANS ubov?d. ‘!c'ihe %mjsctor&ust }ba undetr, clottnssttmfcilrin bafioral ér]ze Gpprﬁva{ﬂex Iration to{ t;’e 4

........1.3.....1.11..1......... va, , . , must be made
SQ. FT. AND THE TOTAL AMOUNT OF EXCAVATION AND FILL AS y OWNERS/ DEVELOE ;ﬁigcgg.;ﬂc;:g;cﬂm %5 Development Review for réapproval. Fees for resubmittdl connot be waivad. 10/21
SHOWN ON THESE PLANS HAS BEEN COMPUTED TO BE WE MEREBY CERTIFY THAT ANY , ,
APPROXIMATELY . 1.046__CU. YDS. * OF EXCAVATION AND i@NDT/cJR DEVELOPMENT WILL BEN DONE PURS%AI\IE '%C_J*ETbggNgThéﬁC%%% REV | pare ; ER&\:A%% " c%pg%ﬁrg: BEI}!A. ;%Ek“n%”‘ 1/22
APPROXIMATELY CU. YOS. * OF FILL. HAT ANY RESPONSIBLE PERSONNEL INVOLVE 3 .

| PROJECT WILL HAVE A CERTIFICATE OF ATTENDANCE AT A DEPARTMENT JFLL 8 DESE BLOCKS FOR AEVISIONS OMLY, INITIAL INFTIAL
q ho/ 12002 OF NATURAL RESOURCES APPROVED TRAINING PROGRAM FOR THE
] CONTROL OF SEDIMENT AND EROSION BEFORE BEGINNING THE PROJECT.

WILLIAM J. HRLTZINGER, P.E. REG. No. DATE

* THESE QUANTITIES ARE APPROXIMATE AND SHALL NOT BE

USED BY THE CONTRACTOR FOR BIDDING PURPOSES.

OWNER / DEVELOPER DATE

ADDRESS TOWN PLANNING AND TOWN ENGINEER COMMENTS
ADDRESS TOWN & SCD COMMENTS

DATE

REVISION

DATE: JUNE 2021
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Lymieck LED Specifications:

Ondoring Culde:

. ~ 54, 4000K {reutrol) Philips Lumiada Leenn B LEDs, fypieal 76 Color Rendering
G14017: LUMINARE index. {CR), SB0,000 hours of eperational Hfe (ot 25°C amblent temporaters &
70% men malpfenonce), jectlon olded oplical plates, 1PEE reled LED maocduie.
= |ntegml Phillpe Advanes Xitordum LED drivar, closs 1, 1PEB rated, 350mA,
O-10¥ dimming, intefVolt 120-277 VAC, 50-B0Hx, RoHS compllant, finid
Col replaceable 10KY/10KA ourgo suppraosion.
olor: ~ Defvered tumens: 5167, Watioge: 70W.

Black
tumilock Cerfilfaotione:

= ETL & cETL Histed to U5, & Canodion safaly standorda for wet Jecatinng,
NOTE : momdoctured o 150 B00Y2008 Stondords, vibrolion testad to ANSI 0136.3)

THE BASE FOR EACH LIGHT POLE WILL BE AN 18 INCH DIAMETER BY 3 o el Appllcatons, ULBTSD & ULISIE oompllart LA & L2AB0 daued,
FOOT DEEP CONCRETE BASE WITH THE ANCHOR BOLTS EMBEDDED IN THE
CONCRETE PER THE DETAIL. 16.8

’,
P

CONTROL PLAN

& EROSION AND SEDIMENT

FECORATIVE, BASE 4t BENOR, 356 ALLOY ‘
H 8

i ANCHOR BOLT; ASTM F1564, 55 K.SL MM, YD, - e ANl

SEE "TENOMLLETAL CAST ALNMIUM

FINISH COLOR TO BE 8LACK. (BK)

FINAL GRADING, STORM DRAIN

ROOF:
2 7/8"

1 0D l_ ENCN (3} LED MODLLE:
D / TYFE V LUMILOCK
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DE-CAST ALUMINUM 1 inch = 80 1t
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STRUCTURE SCHEDULE

No.

TYPE

LOCATION STRUCTURE
NORTHING EASTING ELEVATION

REMARKS

20

48" HDPE END SECTION

N 610607162 E 639§27,232 INV, = 627,60 MSHA DTL. MD-370.01

21

48" HOPE £ND SECTION

N 610767.161 E B39127.942 INV, = B35.40 MSHA DTL. MD~370.01

PIPE SCHEDULE

SIZE TYPE CLASS LENGTH

48" HOPE W 160"

NOTES :

1. 6CONTRACTOR MUST TEST PIT EXISTING UTILITIES
AT CONNECTION TO VERIFY EXACT HORIZONTAL AND
VERTICAL LOCATION, THE CONTRACTOR SHALL
NOTIFY THE ENGINEER AND INSPECTOR OF ANY
DISCREPANCIES.

2. ROADWAY EMBANKMENT STRUCTURAL FILL SHALL BE
COMPACTED TO 95% MAXIMUM DRY DENSITY PER
AASHTO T—~180 METHOD "C" UTILITY TRENCH
STRUCTURAL FILL SHALL BE COMPACTED TO 957
MAXIMUM DRY DENSITY AASHTO T-89 METHOD "A"

3! i 2! E 3} E
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INFILTRATION BERM DETAIL
NOT TO SCALE

NOTE:

INFILTRATION BERM TO BE BUILT IN
ACCORDANCE WITH MD. SW.M. MANUAL
ESD PRACTICE M-4

648

645

642

639

636

633

630

627

624

| 2'or
T per standards
Influent pipe s :
max. 15"@ i "RELINER" (or equal) Inside drop bow
> " secured with stalnless
Max incoming pipe , : steel fasteners
slopeof 5% () ’ :
LI ShR-35 P.V.C, drop plpe sections,
o removable/installed loose
‘;:;?‘k " to allaw for rotation
. b Ve Intermediate joint {no gasket) placed
Precast manhole iy 2! to 4 down from influent pipe,
per detall 201, S bell section facing up.
4 o = Stainless steel strap (17 wide min.)
4 M e and stainless steel anchor boits
B i, two (2) minimum required
i A All drops require a 90° sweep fitting
e at the bottom of the drop to aid in flow
y Soffit to match where possible
Type II cement "
or brick fill o 0.8 2 min

ggmeter%" cl;aarancde
aen PYC plpe an o
concrete and brick —" s

ahasy

Y

1. 48" dlameter Manhola may he usad with one (1) 8" instde drop.
2, 72" diamatar Manhole required whan two {23 or more inside drops,
3. Drop pipe dia, samte as Incoming pipe dia. (up ta 8'@), for larger pips downsize

the drap pipe dia,
;redeﬁctl’cUCmgg o Revisians e Datall No.
Divisian of Ul e Note ™
Solld Waste Mansgement o Inside 2.4
Department of Drop Manhole :
Engineeting &, Planhing et

NOTE:

MARKER SHALL BE BLUE REFLECTOR PLACED
6" OFF C/L IN FRONT OF FIRE HYDRANT.

AVERY DENNISON MODEL 101LPCR

FIRE HYDRANT ROADWAY MARKER

NOT TO SCALE

2'w0” I
e
Read
Surfoen 40" "
N
-.‘-,-"!?';‘.-:‘n‘.'{.f
[ Fegse et e
Valve to bs
Std, Cenc. Strapped to Encase n
Butiress Main Concrots
3/4° Groval Fult
dth of Tranch

NOTE:

AL VT T
LG

1. Strapping of F.H. to Valve Will
be Determined by Field Conditions.

2, Use a break away type fire hydront.
The specific fire hydrent will be specified
by the Town of Myersville.
shali coordingte with the town,

TYPICAL FIRE HYDRANT SETTING DETAIL

Contractar

NN

W

MSHA Mix

Ne.1 Cone.
Buttresa

4t &

NOT TO SCALE

4 8 //-\//“‘// ‘// ‘// >
& §/\‘\\/7 K }}i%ﬁ\(\ NN
NQ KA
SN 2 BACKFILL & COMPACTION PER
§<7/~ EXCAVATED TRENCH WIDTH ///ijAL BACKFILL & COMPA
N\ \\ A BACKFILL - SPECIFICATIONS SECTION 2200
N2 4 OR AS MODIFIED IN THE
i\A 4 CONTRACT DOCUMENTS
~/7\ PIPE_WIDTH v
B4 @
RS i \{:/:!NmAL i
% 2 \Q),/\\ 37 Z@@;E% ;(;BACKF;LL S
a8 i} N z"i‘ ¥
BB i\% - l %’ \éx sprnG |6
<78 -//>\\ %5@ gj 75 INE -
plEE N o) Al wauncring |2
g G /\\ o y =
o § \\‘/Aj\ “‘%jwﬂéﬁ / » oy
8 ~\//>\ DA . &
\\\//\(\ :><L BEDDING
XA AL AL A
CL 1A BEDDING PER ASTM D—2321
PVC BEDDING GRANULAR BEDDING MATERIAL
SHALL BE PROVIDED UNDER AND
AROUND PIPE TO SPRING LINE.
ALL SOLID ROCK SHALL BE REMOVED
FROM WITHIN 6° BELOW THE PIPE
INCLUDING THE BELLS.

Approved By

CATOCTIN SOIL CONSERVATION DISTRICT

DOfstrict Manager

SCO approvel for sediment and erosion control is contingent
upon issuance of all applicable regulatory permits,

DIVERSIFIED
PROJECT
PLANNING
SERVICES
CIVIL ENGINEERING W STRUCTURAL ENGINEERING
(301)371-5842 W FAX (301)371—3516

DIVERSIFIED PROJECT PLANNING SERVICES, LLC
6720 CARPENTER ROAD B FREDERICK, MARYLAND 21701
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"FOR SWM REVIEW ONLY"
APPROVED:
Development Review Chief Date
APPROVED:
Storrmwater Management Date
Reviewed in accordonce with local County requirements. Frederick County cssumes no llability
for design ond/or censtruction. Approvol Is valid for two (2) years after tast daots shown DATE: JUNE 2021
above. the project must be under construction bsfore the approval expiration to be
cangidered active, Otharwise, resubmittel of plons, Including opplicable fees, must be made DES DWN
to Development Review for reopprovel. Fees for resubmittol connot be walved, ’ :
WuH RND
REV REVISION CONSULTANT: DEV, REVIEW:
i DATE DESCRIPTION DATE AND DATE AND
*F1L). IN_THESE BLOCKS FOR REVISIONS GHLY INITIAL INTIAL SCALE:
AS SHOWN
PROJECT/FILE NO.
MEADOWRIDGE
SHEET NO.
6 oF 7




SEDIMENT & EROSION CONTROL NOTES

t. ALL SOIL EROSION/SEDIMENT CONTROL MEASURES SHALL COMPLY WITH THE "2011 MARYLAND STANDARDS
SNLENSPECIFICAHONS FOR SOIL EROSION AND SEDIMENT CONTROL" AND THE PROVISIONS OF THE APPROVED

2. ALL GRADING AND STARILIZATION SHALL COMPLY WHH THE "2011 MARYLAND STANDARDS AND SPECIFICATIONS
FOR SOIL EROCSION AND SEDIMENT CONYROL, SECTION B - GRADING AND STABILIZATION™ AND THE
PFROVISIONS OF THE APPROVED PLAN.

3. ALL SOIL ERUSION AND SEDIMENT CONTROL PRACTICES {BMP'S} ARE TO 8E CONSTRUCTED AND/OR
INSTALLED PRIOR TO OR AT THE INMMATION OF GRADING IN ACCORDANCE WITH "2011 MARYLAND STANDARDS
AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL®, AND THE APPROVED PLAN.

4. A GRADING UNIT IS THE MAXIMUM CONTIGUOUS AREA ALLOWED TO BE GRADED AT A GIVEN TIME AND 1S
LIMITED 7O 20 ACRES, WORK MAY PROCEED TO A SUBSEQUENT GRADING UNIT WHEN AT LEAST 50 PERCENT
Of THE DISTURBED AREA IN THE PRECEDING GRADING UNF HAS BEEN STABILIZED AND APPROVED BY THE
SEDIMENT CONTROL INSPECTOR (APFROVAL AUTHORITY). UNLESS OTHERWISE SPECIFIED AND APPROVED BY
THE APPROVAL AUTHORITY, NO MORE THAN 30 ACRES CUMULATIVELY MAY BE DISTURBED AT A GVEN TIME.

5. FOR INITIAL SOIL DISTURBANCE OR RE--DISTURBANCE, TEMPORARY OR PERMANENT STABILIZATION MUST BE
COMPLETED WITHIN: '

A} THREE (3) CALENDAR DAYS AS TO THE SURFACE OF ALL PERIMETER DIKES, SWALES, DITCHES,
PERIMETER SLOPES, AND ALL SLOPES STEEPER THAN 3 HORIZONTAL TO 1 VERTICAL (3:1); AND

B) SEVEN (7) CALENDAR DAYS AS TO ALL OTHER DISTURBED OR GRADED AREAS ON THE PROJECT SITE
NOT UNDER ACTIVE GRADING. :

6. STOCKPILES MUST BE STABHLKED IN ACCORDANCE WITH THE 7 DAY STABILIZATION REQUIREMENT, AS WELL
AS, STANDA;!D B—4~1 INCREMENTAL STABILIZATION AND STANDARD B—4~4 TEMPORARY STABILIZATION (AS
APPLICABLE).

7. ALL CONSTRUCTED CHANNELS AND SWALES SHALL HAVE SPECIFIED TREATMENT INSTALLED TO THE DESIGN
FLOW DEPTH COMPLETED DOWNSTREAM TO UPSTREAM AS CONSTRUCTION PROGRESSES. AN INSTALLATION
DETAIL SHALL BE SHOWN ON THE PLANS.

B. ALL STORM DRAIN AND SANITARY SEWER LINES NOT IN PAVED AREAS ARE TO BE SEEDED AND MULCHED
WIHIN 3 DAYS OF INITIAL BACKFILL UNLESS OTHERWISE SPECIFIED ON FPLANS.

9, ELECTRIC POWER, TELEPHONE, AND GAS LINES ARE TO BE COMPACTED, SEEDED, AND MULCHED WITHIN 3
DAYS AFTER INMAL BACKFILL UNLESS OTHERWISE SPECIFIED ON PLANS.

10. NDO SLOPE SHALL BE GREATER THAN 2:%,

11. AS REQUIRED BY SECTHON B OF THE MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND
SEDIMENT CONTROL, "ADEQUATE VEGETATIVE STABILIZATION" IS DEFINED AS 85% GROUND COVER. THE
CATOCTIN & FREDERICK SOl CONSERVATION DISTRICT REQUIRES THE PROJECT TO ADHMERE TO THIS FOR
SCHEDULING THE FINAL SITE CLOSEOUT REVIEW AND/CR RELEASE OF THE SIE FOR SOIL EROSION AND
SEDIMENT CONTROL.

12. DURING CONSTRUCTION, ALL SEDIMENT CONTROL STRUCTURES WILL SE INSPECTED AFTER EACH RAINFALL
AND REPAIRED IF NECESSARY. SEDIMENT TO BE REMOVED TO A SWNTABLE DISPOSAL AREA AND STABILIZED
WitH PERMANENT VEGETATIVE COVER.

13, CONIRACTOR IS RESPONSIBLE FOR MAINTAINING ALl SEDIMENT AND EROSION CONTROL MEASURES UNTIL
DISTURBED AREAS ARE STABILZED.

14, AFTER FINE GRADING, ALL DISTURBED AREAS ARE TO BE PERMANENTLY SEEDED AND MULCHED IN
ACCORDANCE WITH PERMANENT SEEDING NOTES SHOWN HEREON.

15, ALL SPOIL AND/OR BORROW MUST COME FROM AND GO TO A SITE WITH AN APPROVED EROSION AND
SEDIMENT CONTROL PLAN.

16, CONTRACTOR TO QNLY OPEN UP LENGTH OF TRENCH THAT CAN BE CONSTRUCTED AND BACKFILLED IN ONE
VORKING DAY IN PAVED AREAS,

17. CONTRACTOR TO PLACE EXCAVATED MATERIALS IN A DUMP TRUCK AND HAUL TO AN APPROVED LOCATION TO
WASTE MATERIALS IN PAVED AREAS,

18. ?Y%%ET%RAYTO BACKFILL TRENCH WITH APPROVED MATERIALS AND STABILIZE DISTURBED AREAS THE SAME

19, IN AREAS WHERE THE CONSTRUCTION TAKES PLACE OUTSIDE OF THE EXISTING ROADBED, CONTRACTOR TO
INSTALL SILT FENCE ALONG THE DOWNHILL SIDE OF THE TRENCH BEFORE BEGINNING CONSTRUCTION AND
PLACE EXCAVATED MATERIAL FROM THE TRENCH ON THE UPHILL SIDE.

24, EFEVE&;{ATERING OF THE TRENCH IS REQUIRED, CONTRACTOR TO PUMP WATER TO AN APPROVED DEWATERING

21. CONTRACTOR TO SWEEP SIREETS OF ANY DEBRIS OR SEDIMENTS CAUSED BY CONSTRUCTION OPERATIONS
AND DISPOSE OF AT AN APPROVED LOCATION.

22, CONTRACTOR TO STABILIZE ALL DISTURBED AREAS AND STOCKPILES WHH SEED & MULCH OR APPROFRIATE
STREET REPAIR WHEN ACTIVITY ENDS,

SEEDING, SODDING AND / OR MULCHING NOTES

1. ALL DISTURBED AREAS SHALL BE SEEDED, SODDED AND/OR MULCHED IN ACCORDANCE WITH "2011
MARYLAND STANDARDS AND SPECIFICATIONS FOR SCIL EROSION AND SEDIMENT CONTROL”

2. SEEDING SHALL BE PERFORMED IN ACCORDANCE WiTH THE AHOVE MENTIONED STANDARDS. REFER TO
SELECTION G, VEGEJATIVE PRACTICES, AND FOR SEEDING, MULCHING AND SODDING SPECIFICATIONS, RESPECTIVELY.

3, DIKE SEEDING AND PERMANENT SITE SEEDING SHALL BE PERFORMED IN ACCORDANCE WITH THE ABOVE
MENTIONED STANDARDS, )

4, |F SHE IS READY TO RECEVE FINAL COVER DURING THE NON-PLANTING SEASON, THEN T SHALL BE
PROTECTED BY MULCHING, REFER TO THE ABOVE "STANDARDS AND SPECIFICATIONS", THE MULCH WL
REMAIN UNTIL THE NEXT PLANTING SEASON AS DEFINED BY THE STANDARDS,

5. ALL DISTURBED AREAS NOT COVERED BY BUILDING AND PAVING SHALL BE STABILIZED AS SOON AS
POSSIELE 8Y PERMANENT SEEDING AND MULCHING AS PER “STANDARDS AND SPECIFICATIONS®, SECTION B.

SUBGRADE PREPARATION

A, FILL AREAS TO BE PAVED SHALL HAVE SOIL PLACED IN 8 INCH LIFTS AND COMPACTED
TO 92 PERCENT OF MAXIMUM DENSHY, THE LAST TWO LIFTS SHALL BE COMPACTED TO
95 PERCENT OF MAXIMUM DENSITY, MAXIMUM DENSITY SHALL BE DETERMINED N
ACCORDANCE WITH AASHTO T-1B0 METHOD G,

B. AFJER THE SUBGRADE N CUTS AND FILLS HAS BEEN FINALLY SHAPED TO THE
SPECIFIC CROSS SECTION, IT SHALL BE CAREFULLY AND THOROUGHLY PROOF ROLLED
WHH A 20 TON ROLLER OR EQUIVALENT TO DETERMINE SOFT OR UNSURABLE AREAS.
PRIOR TO PAVING SOFT OR SUITABLE MATERIAL TO THE REQUIREMENTS OF [TEM
"A" AHOVE.

C. NO PAVEMENT SHALL BE PLACED ON FROZEN SUBGRADES NOR ON SUBGRADES THAT WILL
NOT ADEQUATELY SUPPORT THE PAVEMENT.

D. IF ROCK 15 ENCCUNTERED N THE SUBGRADE, REMOVE AN ADDITIONAL 6 INCHES HELOW
SUBGRADE AND BACKFILL WiTH SUITABLE MATERIAL TO THE REQUIREMENTS OF HEM "A"

REVISED UTILITY NOTE FOR SECONDARY UTILITY WORK

A, ALL DISTURBANCES FROM SECONDARY UTILITIES SUCH AS PHONE CABLE, ELECTRIC CABLE,
T.V. CABLE, ETC., WILL BE SUBCONTRACTOR'S RESPONSIBILETY TO BRING WORK AREA
BACK TO CRADE LEVEL THAT WAS EXISTING AND SEED AND MULCH ANY DISTURBANCE
FROM INSTALLATION OF LINES QR CONDUIT,

B. SUBCONTRACTORS WILl. BE RESPONSIHLE FOR RE-INSTALLING OR REPAIRING ANY SILT
FENCE OR SEDIMENT CONTROLS THAT WERE EXISTING TO MAINTAIN PROPER SEDIMENT
CONTROL THAT MIGHT HAVE BEEN DAMAGED.

EROSION AND SEDIMENT CONTROL NOTES

1. ALL EROSICN AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED AND
MAINTAINED [N CONTINUOUS COMPLIANCE WITH THE LATEST VERSION OF
THE MARYLAND STANDARDS AND SPECIFICATIONS FOR S0IL EROSION AND
SEDIMENT CONTROL.

2. ALL UTILIMES, SUCH AS; STORM DRAIN, PUBLIC WATER, SANITARY SEWER,
! ELECTRIC POWER, TELEPHONE, CABLE AND GAS LINES, THAT ARE NOT N
PAVED AREAS AND ARE NOT UNDERGOING ACTVE GRADING SHALL BE
gg&g@ﬂm&&é OR PERMANENTLY STABILIZED WITHIN 3 DAYS OF [NITIAL

- 5, THE OWNER/DEVELOPER OR THEIR DESIGNATE IS RESPONSIBLE FOR

] CONDUCTING ROUTINE INSPECTIONS AND REQUIRED MAINTENANCE. THE STt
AND CONTROLS SHOULD BE INSPECTED WEEKLY AND THE NEXT DAY AFTER

EACH RAIN EVENT*e, ANY ACCUMULATED SEDIMENT SHALL BE REMOVED AND
DISPOSED OF N A SUITABLE AREA AND SHALL BE TEMPORARILY OR

DETAIL B-1  STABILIZED CONSTRUCTION STANDARD SYMBOL
ENTRANGE

50 FT MIN.

MDUNT?BELI%; ﬂi;ilﬁl; EMISTING PAVEMENT
ERoonD.
H
O NIOVEN I-um. SINOF 2103
CONSTRUCTION SEECIFICATIONS

1. PLACE STABILIZED CONSTRUCTION ENTRANCE IN ACCORDANCE WITH THE AFPROVED PLAN. VEHICLES
MUST TRAVEL OVER THE ENTIRE LENGTH OF THE SCE. USE MINIMUM LENGTH OF 50 FEET (*30 FEET
FOR SINGLE RESIDENCE LOT). USE MINIMUM WDTH OF 10 FEET. FLARE SCE 10 FEET MINIKUM AT
THE EXISTING ROAD TO PROMDE A TURHING RADIUS.

2 PIPE ALL SURFACE WATER FLOWING TO OR BIVERTED TOWARD THE SCE UNDER THE ENTRANCE,
MAINTAINING POSITIVE DRAINAGE. PROTECT PIPE INSTALLED THROUGH THE SCE WITH A MOUNTARLE
BERM WATH 5:1 SLOPES AMD & MINIMUM OF 12 INCHES OF STONE OVER TME PIPE. PROVIDE PIPE AS
SPECIFED ON APPROVED PLAM, WHEN THE SCE IS LOCATED AT A HIGH SPOT AND HAS NO
DRAINAGE TO CONVEY, A PIPE |58 HOT NECESSARY, A MOUNTARLE BERM IS REGUIRED WHEM SCE IS
NOT LOCATED AT A HIGH SPOT, ’

3.  PREPARE SUBGRADE AND PLACE NON~WOVEN GEOTEXTILE, AS SPECIFIED IN SECTHON H-1 MATERIALS,

4,  PLACE CRUSHED AGGREGATE {2 TOD 3 INCHES IN SIZE) OR EQUIVALENT RECYCLED CONCRETE
(WMTHOUT REDAR) AT LEAST 6 INCHES DEEP GVER THE LENGTH AND WIDTH OF THE SCE.

5. MAINTAIN ENTRAMCE IN A CONDITION THAT MINIMIZES TRACKING OF SEDIMENT., ADD STONE OR MAKE
OTHER REPAIRS AS CONDITIONS DEMAND TO MAINTAIN CLEAN SURFACE, MOUNTAELE BERM, AND
SPECIFIED DIMENSIONS, IMMEDIATELY REMGVE STONE AND/OR SEDIMENT SPILLED, BROPPED, OR
TRACKED ONTO ADJACENT ROADWAY BY VACUUMING, SCRAPING, AND/OR SWEEPING. WASHING
ROADWAY 70 HEMOVE MUD TRACKED ONTO PAVEMENT IS NOT ACCEPTABLE UNIESS WASH WATER 1S
DIRECTED TO AN APPROVED SEDIMENY CONTROL PRACTICE.

MARYLANDG STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL

U.5. DEPARTMENT OF AGRICULTURE 2011 MARYLAND DEPARTMENT GF ENVIRONMENT
MATURAL, RESOURCES COMSERVATION SERVICE WATER MANAGEMENT ADMINISTRATION

STANDARD SYWBOL DETAIL B-4-6-C PERMANENT SOIL STANDARD SYMEBOL
DETAIL E-3 SUPER SILT FENGCE (SRS STABILIZATION MATTING PSSMC ~ %  Ib/ft!
CHANNEL APPLICATION ¥ mewos SHEAN STHESS)
=3
-
10 Ft MAX, KEY N
UPPER
_— et e ROLL END
OVERLAP OR_ABUT -
EDGES (
34 N M, FILL MAT VOIDS
& 1N MIN % %c'o?ima)
GROUND 5 -am—%zzm‘- OVERLAP
SURFACE: M, AT ROLL
R RTOR END {TYP.)
il rrrs [ — |
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CHAIN LINK FENCING f. USE MATTING THAT HAS A DESIGH VALME FOR SHEAR STRESS EQUAL TO OR HIGHER THAN THE SHEAR STRESS
WOVEN SUT FILM GEOTEXTLE DESIGNATED ON APPROVED PLANS.
FLow L USE PERMANENT SOL STABIUZATION MATHNG MADE OF OPEN WEAVE SYNTHETC, NON-OEGRADABLE FIBERS OR
‘WJ ELEMENTS OF UMIFORM THICKNESS AND DISTRIBUTION THROUGHOUT. CHEMICALS USED IN THE MAT MUST BE
. NOW-LEACHING ANG NON-TOXIC TO VEGETATION AND SEED GERMINATION AND HON-INRJRICUS TO THE SKIN. IF
EMHED GEOTEXTILE AND —— PRESENT, NETHNG MUST BE EXTRUDED BLASTIC WITH A MAXIMUM MESH OPENING OF 22 INGHES AND
CHAIN LINK FENCE 8 11 SUFFICIENTLY BONDED OR SEWN ON 2 INCH CENTERS ALONG LONGITUDINAL AXIS OF THE MATERMAL 10
M. IHI0 CROUND PREVENT SEPARATION OF THE NET FROM THE PARENT MATERIAL.
3 SECURE MATTING USING STEEL STAPLES OR WOOD STAKES. STAPLES MUST BE "U™ OR "1° SHAPED STEEL
CROSS SECTION WIRE HAVING. A MINUJUM GAUGE OF NO, 1% AHD ND. B RESPECTIVELY, “U° SHAPED STAPLES MUST AVERAGE
110 1 ¥ INCHES WOE AND BE A MINMUM OF & INCHES LONS, “T° SHAPED STAPAES MUST HAVE A NINIMUM
B INCH MAIN LEG, A MINMUM 1 INCH SECONDARY LED, AND MINIMUM # INCH HEAD. WOOD STAKES MUST BE
CONSTRUCTION SPECIFICATIONS . ROUGH-SAWN HARDWOOD, 12 TO 24 IRCHES IN LENGTH, 13 INCH IN CROSS SECTION, AND WEDGE SHAPE AT
1. (NSTALL 23 INCH DIAMETER GALVANIZED STEEL POSTS OF 0,005 INCH WALL THICKNESS AND SIX FOOT '
LENGTH SPACED NO FURTHER THAN 10 FEET APART. DRIVE THE POSTS A MINIMUM OF 30 INCHES A T T D RTINS,
INTG THE GROUND, UNLESS FND OF WORKDAY STABILSZATION |5 SPEGFIED ON THE APPROVED EROSION AND SEDIMENT CONTROX.
2. FASTEN §& GAUGE DR HEAVIER GALVANIZED CHAIN LINK FENCE (23§ INCH MAXIMUM ORENING) 42 FLAN. :
INCHES IN HEIGHT SECURELY TO THE FENCE POSTS WMITH WIRE TiES OR HUG RINGS, 5, UNROLL MATTING IN DIRECTION Of WATER FLOW, CENTERING THE FIRST ROLL ON THE CHANNEL CENTER LINE
WORK FROM CENTER OF CHANNEL, OUTWARD WHEN PLACING ROULS. LAY MATTING SMOOTHLY AND FIRMLY LPON
3. FASTEN WOVEN SUT FILM GEGTEXTILE AS SPECIFIED IN SECTION H-1 MATERIALS, SECURELY TO THE THE SEEDED SURFAGE AVOID STRETCHING THE MATTING.
UPSLOPE SIDE OF CHAIN LINK FENGE WTH MIES SPACED EVERY 24 INCHES AT THE TOP AND MID
SECTION, EMBED GEQTEXTILE AND CHAIN LINK FENCE A MINIMUM OF B INCHES INTO THE GROUND. 8. OVERLAP O ABUT EDGES OF MATTING ROLLS PER MANUFACTURER RECOMMENDATIONS. OVERLAP ROLL EMDS
4, WHERE ENDS OF BY 8 INCHES (MINIUM), WTH THE UPSTREAM MAT OVERLABFING ON TOP OF THE NEXT DUWNSTREAM MAT.
. ENDS OF THE GEOTEXTILE COME TOGETHER, THE ENDS SHALL BE OVERLAPPED BY 6 INCHES,
FOLD EVEN 7. KEY IN THE TOP OF SLOPE END OF MAT & NCHES (MINIUM) BY DIGGNG A TRENCH, PLAGING THE MATTING
ED, AND STAPLED T0 PREVENT SEDIMENT BY PASS. ROLL END 1N THE TRENCH, STAPLING THE MAT 1N PI‘.ACE. REPLACING THE EXCAVATED MATERIAL, AND TAMPING
& EXTEND BOTH ENDS OF THE SUPER SILT FENCE A MINIMUM OF FIVE HORIZONTAL FEET UPSLOPE AT TO SECURE THE MAT £ND IN THE KEY.
33 DEGREES TO_THE MAIN FENCE ALIGNMENT TO PREVENT RUNOFF FROM GOING ARCUND THE ENDS B. STAPLE/STAKE MAT IN A STAGGERGD PATTERN 0N 4 FOOT (MAXMUM) CENTERS THROUGHOUT AND
2 FOOT {MAXIMUM) CENTERS ALONG SEAMS, JOINTS, AND ROLL EWDS,
6. PROVIDE MANUFACTURER CERTIFICATICN YO THE INSPECTION /ANFORCEMENT AUTHORITY SHOWNG THAT B, IF SEECIED BY THE DESIGNER OR MANUFACTURER AND DEPENDING ON THE TYPE OF MAT BEING INSTALLED,
GEOTEXTILE USED MEETS THE REQUIREMENTS IN SECTION H~1 MATERIALS, ONCE THE MATTING S stmu AND STAPLED I Pﬂt‘:‘aﬂnu THE MAT WES WTH TOP SCIL OR GRANULAR
7. REMOVE ACCUMULATED SEDIMENT AND DEBRIS WHEN BULGES DEVELOP !N FENCE OR WHEN SECIMENT MATERIAL AN HIGHTLY COUPACT OR ROLL TO M SOIL/MAT CONTACT WITHOUT CRUSHING MAT.
REACHES 25X OF FENCE HEIGHT, REPLACE GEQTEXTILE IF TORN, IF UNDERMINING OCCURS, REINSTALL 30, ESTABLISH AND MAINTAIN VEGETATION SO THAT REQUIREMENTS FOR ADEGUATE VEGETATIVE ESTABLISHWENT
CHAIN LINK FENCING AND GEOTEXTILE. AHE CORNNUOLISLY MET I ACCORDANCE WITH SECTION B4 VEGETATIVE STABILEZATION.
MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT GONTROL
1,5, DEPARTMENT OF AGRICULTURE 2014 MARYLAND DEPAHTMENT OF ENVIRONMENT K5, DEPARIMENT OF AGRICULTURE 2011 MARFLAND DEPATMENT OF ENVIRONMENT
NATURAL RESOURCES CONSERVATION SERVICE WATER MANAGEMENT ACMINISTRATION NATURAL RESOURCES CONSERVAOM SERVICE WATER MAMAGEMENT ADMINISTRATION

SEDIMENT CONTROL / STORMWATER MANAGEMENT
REQUIRED INSPECTIONS

DETAIL 7 — STONE CHECK DAM

DEVELOPER EEA
TYPE OF INSPECHON ENGINEER INSPECTION/
APPROVAL/DATE DATE

1} PRECONSTRUCTION MEETINGS

2) COMPLETION OF SEDIMENT CONTROL MEASURES
{IF USING BASIN SEE §# 6 BELOW)

TOR OF BANK r 4" TO 7" STONE

14

12"

3) PRIOR TO MODIFICATION OR REMOVAL OF SED. CNTRL.
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4) INFILIRATION SYSTEMS
A. SITE READINESS PER SEQUENCE OF CONSTRUCTION

\
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18"

8. INFILTRATION AREA PROTECTED FROM SEDIMENTATION
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MIN, & il WASHE
“—T-'J"'};“,.‘ﬁ i (WASHED)
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C. DIMENSIONS

» s
et
““u 2y =i Al SPACING

| 1

D. FILTERING MATERIAL (TYPE/DEPTH)
£, FILL MATERIAL

DITCH PROFILE

F. SIZE, PLACEMENT, TYPE OF PIPING {if APPLICABLE)
G. QUSERVATION WELL

H. COVER / STABILIZATION

8" MiN.

5} OPEN CHANNEL FLOW ATTENUATION
A. SHE READINESS PER SEQUENCE OF CONSTRUCTION

4'(MIN, WEIR ;

B. CROSS SECTION CONFORMANCE
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C. MATERIAL (TYPE/SIZE)

Eiitafeymedon

D. STABILIZATION

GEOTEXTILE CLASS 'C" | y

6) RETENTION / DETENTION STRUCTURES (BASIN/PONDS)
A, SUBGRADE PREPARATICN
1. CORE TRENCH

{opticonal) STANDARD SYMBOL

2, SUTTABLE FILL

CROSS SECTION @

3, COMPACTION

8. EMBANKMENT CONSTRUCTION
1. SUITABLE MATERIAL

STANDARD STONE CHECK DAM DESIGN

2, SLOPE GRADE

C. BARREL AND RISER ASSEMBLY
1. CORRECT MATERIAL ONSHE

SLOPE. | SPACING.
2% or Jess 80

2. SiZING

2.1% to 4% !

3. ANTI~SEEP COLLARS

4.1% to TR 25'

4, INSTALLATION / BACKFILL

1A% o 107 15’

D. CONCRETE INLET STRUCTURES
1. FOOTER EXCAVATION AND SIZE

over 10X use lined
waterway design

2. REINFORCING MATERIAL

WPE. SIZE, PLACEMENT)
3. WEIR POUR

Construction Specifications

4, FORM STRIP AND FINISHING

1. Swoles and ditches shall be prepared in occordonce with the construction

E. IMPOUNDING AREA
1. LOW FLOW CHANNELS

specifications described in Section A—~2, Standards and Specificotions for
Temporary Swole.

2. DEWATERING DEVICE

3. EMERGENCY SPILLWAY

2, The check dam shall be constructed of 4"—7" stone. The stone shall be

F. QUTFALL AREA (LEVEL SPREADER,
RIFRAP CHANNEL, EYC.)

placed so that it completely covers the width of the channel ond keyed
into the channe! banka,

G. VEGETATION STABILIZATION

H. MISCELLANEQUS

3. The top of the check dam shall be constructed so the the center is

YOU MUST CONTACT THE ENVIRONMENTAL COMPLIANCE SECTION AT (301) 600-3507 BEFORE 9:00
AM 24 HOURS PRIOR TO THE REQUIRED INSPECTION. FAILURE TO NOTIFY THE AGENCY WILL RESULT 4. The moximum height of the check dom at the center shall not exceed 2",

N A STOP WORK ORDER OR OTHER PENALTIES AS OUTLINED IN FREDERICK COUNTY CODES.
RN OTICE# ¥ £+%

THIS HIST IS FOR SEQUENCE OF CONSTRUCTION ONLY. THE AGENCY ASSUMES NO RESPONSIBILITY OR

ap?roximutel 5" lower than the ouler edges, forming o weir that
water can flow across,

5, The upstream side of the check dam sholl be lined with approximatsly 1"
of 3/4" 1o 11/2" crushed aggregote.

LIABILITY FOR IMPROPER INSTALLATION OF ANY TTEM ON THIS CHECKLIST, THE AGEMNCY RECOMMENDS
THAT A PROFESSIONAL ENGINEER BE PRESENT FOR EACH OF THE REQUIRED INSPECTIONS. o G LTIRE o GE ittt
—SF v $F = |
1 i
NOTE SILT FENCE ONLY REQUIRED | ‘
WHEN ADJACENT DOWNHILL LOT LENGTH VARIES -
THERE 1S NO 100-YR FLOODPLAIN WITHIN THE PROJECT LIMITS OF THIS SECTION. REFER
TO U.S. DEPT. OF HUD NATIONAL FLOOD INSURANCE PROGRAM'S FLOOD INSURANCE RATE IS PERMANENTLY STABILIZED b BY GRADE
MAP COMMUNITY PANEL NO. 240027-0100A, DATED JUNE 1, 1978.
NO WETLANDS EXIST ON THE SITE DEVELOPMENT LIMITS PER FIELD INVESTIGATION SILT FENCE \ t , 1 {
PERFORMED BY FOX & ASSOCIATES, INC. ON 1/5/04 AND THE ONLY WETLANDS _\
ON THE PROPERTY ARE AS DELINEATED ON PLAN. _ \

: COMMENTS
§  TERMANENTLY STABILIZED SEQUENCE OF CONSTRUCTION g
| %+ ANY PROJECT THAT HAS A STATE ISSUED N.OJ. PERMIT MUST DOCUMENT %
EACH INSPECTION AND MAINTAIN AN INSPECTION LOG (PLEASE SEE THE INFRASTRUCTURE PHASE Sgﬁf@g \ / PE@”J:&%&Y CATOCTIN SOIL CONSERVATION DISTRICT FREDERICK COUNTY , MARYLAND
N.O. FOR DETAILS). Yo ! | STABL 5D DEVELOPMENT REVIEW ENGINEERING
1. OBTAIN AlL REQUIRED PERMITS AND APPROVALS FROM THE APFROPRIATE 11, UPON APPROVAL FROM THE SEDIMENT CONTROL INSPECTOR, REMOVE “FOR SWM REVIEW ONLY"
AGENCIES, SETUP PRE-CONSTRUCTION MEETING WITH SEDIMENT AND SEDIMENT CONTROL DEVICES, STABLIZE AREAS DISTURBED BY THEIR ' 1 UPHILL LOT Approved By
EROSION CONTROL INSPECTOR AT 301-600-3507, 48 HOUKS PRIOR 70 REMOVAL. INSTALL LANDSCAPE PLANTINGS. [T T—
EOR UTILITY WORK ONLY OR FOR OFF - SITE UTILITY WORK 2. INSTALL STABILIZED CONSTRUCTION ENTRANCE. HOME CONSTRUCTION PHASE Dot APPROVED:
_ 3. CLEAR THAT AREA NECESSARY TO INSTALL PERIMETER SUPER SILT FENCE. PROPOSED ate Dovelopment Review Chief Data
1. DISTURBANCE OUTSIDE OF LOD CAN NOT EXCEED 5,000 SQUARE FEET. 12. REGIONAL SEDIMENT CONTROL DEVICES MUST REMAN IN PLACE WHERE ! HOUSE SITE i
INSTALL SUPER SILT FENCE. SINGLE~FAMILY HOME CONSTRUCTION IS ACTIVE.
PLACE ALL EXCAVATED MATERIAL ON HIGH SIDE OF TRENCH 4. UPON APPROVAL FROM THE SEDIMENT CONTROL INSPLCTOR, CLEAR AND SINGLECFAMILY HOME CONSTRUGTION REMAINS ACTIVE 1HE- HOMEBU DER - ' ! ; ; ; ; APPROVED:;
. GRUB ONLY WHAT IS NECESSARY TO INSTALL ALL OTHER SEDIMENT MUST INSTALL. INDMIDLAL. STABILIZED CONSTRUCTION & CES EoR M SCh a,?pmm! for sedrmenf and erosion controf /s contingent : 5
ONLY DO AS MUCH WORK AS CAN BE DONE N ONE DAY SO BACKFILLING, FINAL GRADING, CONTROL DEVICES. EACH HOME SITE. 77 upon issuance of alf applicable regulatery permits. . ormwater Management Date
SEEDING AND MULCHING CAN OCCUR. Oy, M T CAVATE. AND CONSTRUCT FILL. 13. AS INTERMITTENT HOUSES ARE PERMANENTLY STABILIZED, REGIONAL ; ‘ * A I S i i Wit S g ek ) Yeare ofter tnet date shonr ) JUNE 2021
. X » o onswructian. Approval ja va ar Iwo edrs grer 1as date Ahown M
4. ANY SEDIMENT CONTROL MEASURES DISTURHED BY CONSTRUCTION Wil BE REPAIRED THE SAME DAY. 7. UPON COMPLETION OF ROUCH GCRADING STABILIZE ALL DISTURBED AREAS. sgﬁmgﬁNc%ﬁO%EF&%p?gOE‘OT A%%%OLM‘?{ ECE}N'R}REEESVE{){&ﬁr?E ; ' above. The profect must be under construction before the ugpmvu[ expirotion to be ATE
B. INSTALL WATER, SEWER AND STORM DRAINS, WiTH {NLET PROTECTION NECESSARY AS DETERMINED IN THE FIELD TO PREVENT SEDIMENT LOSS ' ! OWNERS / DEVELOPERS CERTIFICATION gongidered active, Otherwlse, resubmittal of plans, including opplicable feea, must be made DES DWN
" AS INDICATED ON THE AFPROVED PLAN. ONTO COMPLETED LOTS AND TO PROVIDE COMPLETE CAPTURE i F | I reopmer Revow Tor Tocperoveh Toon Tor ros b camot be voved WuH RND
’ - ] S LWE HEREBY GCERTIFY THAT ANY CLEARING, GRACGING, CONSTRUCTION
9, WITH UT{IJLJTY CONSTRUCTION COMPLETE, FINE GRADE THE STREETS 14, AS FINAL 1OT GRADE IS ESTABLISHED, TOPSCIL SHALL BE SPREAD AND - - == ANU/OR DEVELOPMENT WILL BE DONE PURSUANT TO THIS PLAN AND REV.|  pure REVISION c%!:%gl.m?: DEJ»Z 1%%6”:
¥l STANDARD STABILIZATION NOTE THEN COMMENCE PAVING AND SIDEWALK OPERATIONS AND INSTALL STABILIZED PER THE PERMANENT SEEDING SPECIFICATIONS, - THAT ANY RESPONSIBLE PERSONNEL INVOLVED IN THE CONSTRUCTION 7 e o enTESCRFTION ATE Al ATE AR SOALE:
= HIKER~-BIKER PATH. 15. AFTER PERMANENT STABILIZATION OF ALL BUILDING LOTS, REMAINING iy 7 N 1aern’ PROJECT WILL HAVE 4 CERTIFICATE OF ATTENDANCE AT A DEPARTMENT e ———— '
§ | FOLLOWING INIAL_SOIL DISTURBANCE OR REDISTURBANCE, PERMANENT OR TEMPORARY 10, WHEN SITE {S PERMANENTLY STASILIZED, CONTACT THE SEDIMENT CONTROL PERIMETER CONTROL MEASURES MAY BE REMOVED WITH APPROVAL BY ROADSIDE DITCH 10'x30 STABILIZED OF NATURAL_RESOURCES APPROVED TRAINING PROGRAM FOR THE AS SHOWN
¥ | sTABILZATION MUST BE COMPLETED WiTHIN: %’;ﬁﬁ%;ﬁ%;&”@gﬁ“TgFREgcoﬁuﬁ%EgDﬁEﬂrﬂm DEVICES. THE EROSION AND SEDIMENT CONTROL INSPECTOR. OR CURB CONSTRUCTION ENTRANCE gg%?gé OF SEDIMENT AND EROSION BEFORE BEGINNING THE
¥ ’ . PROJECT/FILE NO.
A. THREE {3) CALENDAR DAYS AS TO THE SURFACE OF ALL PERIMETER DIKES, SWALES, DITCHES
i PERIM § SLOPES, AND ALL SLOPES STEEPER THAN 3 HORIZONTAL TO 1 VERTICAL (3:1); AND TYPICAL SOIL EROSION CONTROLS MEADOWRIDGE
J |5 scyen () CALENOAR DAYS AS TO ALL OTHER DISTURBED OR GRADED AREAS ON PROJECT SITE FOR HOUSE CONSTRUCTION OWNER / DEVELOPER DATE SHEET NO.
1‘ NOT TO SCALE 7 OF 7
L - . A, - - B

DIVERSIFIED
PROJECT

PLANNING

DPPS

SERVICES
DIVERSIFIED PROJECT PLANNING SERVICES, LLC
6720 CARPENTER ROAD W FREDERICK, MARYLAND 21701

(301)371—-5842 ® FAX (301)371—3516

CIVIL. ENGINEERING B STRUCTURAL ENGINEERING

MEADOWRIDGE KNOLL
SECTION I

SITUATED ON THE NORTH SIDE OF MONUMENT ROAD
TOWN OF MYERSVILLE, ELECTION DISTRICT No. 16
FREDERICK COUNTY, MARYLAND

SEDIMENT CONTROL
NOTES AND DETAILS

DPPS REVISIONS

10/21 ADDRESS TOWN

COMMENTS

1/22 ADDRESS TOWN
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